
Improves Productivity

 

• Permanent vacuum hose connection increases throughput

• Fast connection of filter to base decreases setup time

• Large low protein binding, 90 mm filter membrane (500 and 1000 ml units) increases throughput

Easy to Use
• Front-facing funnel graduation marks enhance readability

• Easy-Connect Technology requires just one hand to connect unit to base

• Large bottle cap accommodates labeling  information  and acts as a handle

• Vacuum control is accessible and user friendly 

• Smooth, contoured surfaces make cleaning easy

Minimizes Risk of Spills and Contamination
• Weighted pedestal base is built for stability

• Easy-Connect Technology enables fail-safe unit placement in base

• Ergonomically designed bottle and bottle cap improves handling

• Low-profile funnel/bottle unit with wide base is tip-resistant

• Robust, crack-resistant bottle withstands cap tightening 

 Bottle Top Filtration System 
with Easy-Connect Technology (PES) Sterile

Applications

• Filtration of serum

• Filtration of medium for cell / tissue culture application.

• Filtration of buffers

• Filtration for clarification of particles

A Revolutionary Innovation to Sterile Vacuum 
Filtration of Aqueous Fluids such as 

Cell-Tissue Culture Media, 
Biological Fluids and Buffers

Connect the 
vacuum hose to 
the pedestal base

Begin filtering 
the Next Sample

Insert the two-part 
filtration/bottle 
unit on the stand

Complete filtration

Remove bottle 

affix cap and 
store

Available as a complete assembly 
of bottle top filters Autofil contains 
0.1 um (Mycoplasma Filtering grade)
0.2 um (Sterilization grade) 
0.45um (Clarification grade) 
asymmetric PES membrane



Power

Inlet

Regulator

Vac 300

Funnel/Bottle Capacity   250 ml / 250 ml / 500ml / 1000ml 

Membrane    Polyethersulfone

Membrane Pore Size   0.1µm / 0.22 µm or 0.45 µm

Sterilization Method   Gamma Irradiation 

   Certified Sterile

Material of Construction  Funnel, Bottle, Lid – Polystyrene 

   Bottle Cap, Vacuum Adapter – Polypropylene 

   Pedestal Stand – Powder Coated Aluminium

   Cradle Ring – Stainless Steel 

   Vacuum Port O-ring – Silicon

Temperature Limit   50°C (121°F)

Pressure Limit   20 in Hg, 51 cm Hg; 15 in Hg, 38 cm Hg recommended

Compatible with certain models of glass bottles designed for vacuum filtration application

Single use only, do not autoclave

 

Product Specification

AUTOFIL
Complete Assembly
GX-8115-0.1CA	 Autofil, Complete Assembly, PES, 15ml, .1μm, 24/Cs
GX-8115-0.2CA	 Autofil, Complete Assembly, PES, 15ml, .22μm, 24/Cs
GX-8115-0.4CA 	 Autofil, Complete Assembly, PES, 15ml, .45μm, 24/Cs
GX-8150-0.1CA	 Autofil, Complete Assembly, PES, 50ml, .1μm, 24/Cs
GX-8150-0.2CA	 Autofil, Complete Assembly, PES, 50ml, .22μm, 24/Cs
GX-8150-0.4CA	 Autofil, Complete Assembly, PES, 50ml, .45μm, 24/Cs  
GX-81250-0.1CA	 Autofil, Complete Assembly, PES, 250ml, 66mm, .1μm, 12/Cs  
GX-81250-0.2CA	 Autofil, Complete Assembly, PES, 250ml, 66mm, .22μm, 12/Cs
GX-81250-0.4CA	 Autofil, Complete Assembly, PES, 250ml, 66mm, .45μm, 12/Cs
GX-81500-0.1CA	 Autofil, Complete Assembly, PES, 500ml, 90mm, .1μm, 12/Cs
GX-81500-0.2CA	 Autofil, Complete Assembly, PES, 500ml, 90mm, .22μm, 12/Cs
GX-81500-0.4CA	 Autofil, Complete Assembly, PES, 500ml, 90mm, .45μm, 12/Cs
GX-811000-0.1CA	 Autofil, Complete Assembly, PES, 1000ml, 90mm, .1μm, 12/Cs
GX-811000-0.2CA	 Autofil, Complete Assembly, PES, 1000ml, 90mm, .22μm, 12/Cs
GX-811000-0.4CA	 Autofil, Complete Assembly, PES, 1000ml, 90mm, .45μm, 12/Cs

BOTTLE TOP
GX-8115-0.1BT	 Autofil, Bottle-Top, PES, 15ml, .1μm, 24/Cs
GX-8115-0.2BT	 Autofil, Bottle-Top , PES, 15ml, .22μm, 24/Cs
GX-8115-0.4BT	 Autofil, Bottle-Top, PES, 15ml, .45μm, 24/Cs 
GX-8150-0.1BT	 Autofil,  Bottle-Top, PES, 50ml, .1μm, 24/Cs
GX-8150-0.2BT	 Autofil, Bottle-Top, PES, 50ml, .22μm, 24/Cs                           
GX-8150-0.4 BT	 Autofil, Bottle-Top, PES, 50ml, .45μm, 24/Cs
GX-81250-0.1BT	 Autofil, Bottle-Top, PES, 250ml, 66mm, .1μm, 12/Cs
GX-81250-0.2BT	 Autofil, Bottle-Top, PES, 250ml, 66mm, .22μm, 12/Cs
GX-81250-0.4BT	 Autofil, Bottle-Top, PES, 250ml, 66mm, .45μm, 12/Cs
GX-81500-0.1BT	 Autofil, Bottle-Top, PES, 500ml, 90mm, .1μm, 12/Cs
GX-81500-0.2BT	 Autofil, Bottle-Top, PES, 500ml, 90mm, .22μm, 12/Cs
GX-81500-0.4BT	 Autofil, Bottle-Top, PES, 500ml, 90mm, .45μm, 12/Cs
GX-811000-0.1BT	 Autofil, Bottle-Top, PES, 1000ml, 90mm, .1μm, 12/Cs
GX-811000-0.2BT	 Autofil, Bottle-Top, PES, 1000ml, 90mm, .22μm, 12/Cs
GX-811000-0.4BT	 Autofil, Bottle-Top, PES, 1000ml, 90mm, .45μm, 12/Cs

Attach the 

vacuum hose 

to the pedestal 

base just once 

- and filter all 

your samples 

in succession. 

Or use the 

cradle ring to 

achieve the 

same permanent 

vacuum hose 

connection with a  

typical laboratory 

stand.



Autofil® PP for Solvent Filtration

Autofil® SS Vacuum Filtration

Autofil® PP bottle-top filters for solvent filtration are a revolutionary new way to purify solvents for 
analytical applications to obtain sterilized or purified extracts.

Autofil SS features the High Flow Velocity 0.2um PES membrane. Perfect for filtering FBS and 
other viscous solutions. 

Bottle-Tops available in  
500 & 1000ml

Available in 0.2μm and 0.45μm PES/
NY/PTFE membrane filters

Bottle & Bottle Tops available in  
250, 500 & 1000ml

0.2μm  PES membrane filter

3	 Funnel is compatible with GL45 thread bottles
3	 Autofil SS design includes an ergonomic bottle 
	 shape with molded finger grips
3	 Made with USP Class VI materials
3	 Manufactured in a Class 100,000 cleanroom
3	 Manufactured in an ISO 13485 Facility
3 	 Gamma Sterilized



®Autofil  PP for Solvent Filtration

Autol Velocity
PES

Nylon

PTFE

Optional
Accessories

Item Number Volume
Membrane
Pore Size

Filter
Diameter

Description

GX-325-1271-FLS 500mL 0.2µm 90mm 500mL Funnel Only 0.2µm PES , 12/cs

GX-325-5271-FLS 1000mL 0.2µm 90mm 1000mL Funnel Only 0.2µm PES , 12/cs

GX-325-1241-FLS 500mL 0.2µm 90mm 500mL Funnel Only 0.2µm PES , 12/cs

GX-325-1441-FLS 500mL 0.45µm 90mm 500mL Funnel Only 0.2µm PES , 12/cs

GX-325-5241-FLS 1000mL 0.2µm 90mm 1000mL Funnel Only 0.45µm PES , 12/cs

GX-325-5441-FLS 1000mL 0.45µm 90mm 1000mL Funnel Only 0.45µm PES , 12/cs

GX-325-1451-FLS 500mL 0.45µm 90mm 500mL Funnel Only 0.45µm PES , 12/cs

GX-325-5451-FLS 1000mL 0.45µm 90mm 1000mL Funnel Only 0.45µm PES , 12/cs

GX-1122-RLS - - - Autofil Quick-Connect Cradle Ring

GX-1116-RLS - - - Autofil Quick-Connect Pedestal

®Autofil  SS Bottle Top Vacuum Filter

Item Number Volume
Membrane 
Pore Size

Filter
Diameter

Description

GX-116-7233-RLS

Full
Assembly

Funnel
Only

Optional
Accessories

GX-116-8233-RLS

GX-116-9233-RLS

GX-116-1233-RLS

GX-116-2233-RLS

GX-116-3233-RLS

GX-1122-RLS

GX-1116-RLS

250mL

500mL

1000mL

0.2µm PES

0.2µm PES

0.2µm PES

66mm

90mm

90mm

250mL Full Assembly 0.2µm PES , 12/pk

500mL Full Assembly 0.2µm PES , 12/pk

1000mL Full Assembly 0.2µm PES , 12/pk

250mL Funnel Only 0.2µm PES , 12/pk

500mL Funnel Only 0.2µm PES , 12/pk

1000mL Funnel Only 0.2µm PES , 12/pk

250mL

500mL

1000mL

0.2µm PES

0.2µm PES

0.2µm PES

66mm

90mm

90mm

-

-

-

-

-

-

Autofil Quick-Connect Cradle Ring , 1/pk

Autofil Quick-Connect Pedestal , 1/pk

New Autofil SS units are fully compatible with 
existing Autofil docking station technology!

AUTOFILL SS
Complete assembly
GX-81250 SS-0.2 CA	 Autofil, Complete Assembly, SS, 250ml, 66mm, .22μm, 12/Cs
GX-81500 SS-0.2 CA	 Autofil, Complete Assembly, SS, 500ml, 90mm, .22μm, 12/Cs
GX-811000 SS-0.2 CA	 Autofil, Complete Assembly, SS, 1000ml, 90mm, .22μm, 12/Cs

Bottle-top
GX-81250 SS-0.2 BT	 Autofil, Bottle-Top, SS, 250ml, 66mm, .22μm, 12/Cs
GX-81500 SS-0.2 BT	 Autofil, Bottle-Top, SS, 500ml, 90mm, .22μm, 12/Cs
GX-811000 SS-0.2 BT	 Autofil, Bottle-Top, SS, 1000ml, 90mm, .22μm, 12/Cs

Genetix Biotech Asia Pvt. Ltd.
71/1, First Floor, Shivaji Marg, Najafgarh Road, New Delhi - 15 ~ Ph. 011-45027000 ~ Email : info@genetixbiotech.com

Autofill PP- PES
GX-81500 PP-0.2 BT	  Autofil, Bottle-Top, PES, 500ml, 90mm, .22μm, 12/Cs
GX-811000 PP-0.2 BT	 Autofil, Bottle-Top, PES, 1000ml, 90mm, .22μm, 12/Cs

Autofill PP- Nylon Membrane
GX-81500 PPN-0.2 BT	  Autofil, Bottle-Top, Nylon Membrane, 500ml, 90mm, .22μm, 12/Cs
GX-81500 PPN-0.4 BT	  Autofil, Bottle-Top, Nylon Membrane, 500ml, 90mm, .45μm, 12/Cs
GX-811000 PPN-0.2 BT	 Autofil, Bottle-Top, Nylon Membrane, 1000ml, 90mm, .22μm, 12/Cs
GX-811000 PPN-0.4 BT	 Autofil, Bottle-Top, Nylon Membrane, 1000ml, 90mm, .45μm, 12/Cs

Autofill PP-PTFE membrane
GX-81500 PPP-0.4 BT	  Autofil, Bottle-Top, PTFE, 500ml, 90mm, .22μm, 12/Cs
GX-811000 PPP-0.4 BT	Autofil, Bottle-Top, PTFE, 1000ml, 90mm, .22μm, 12/Cs


